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• Special tread structure provides high traction 
and less sinking at soft surfaces

• Wide footprint provides lower soil compaction
• Ensures a balanced steering by reduced slip at 

all surfaces 

Low soil compaction 
/ Reduced slip

General purpose R1W farm front and rear tire with standard 
profile and tread design for high power tractors and harvester

FEATURES

SIZES

PERFORMANCE
INFORMATION

• Strong carcass and impact ply
• Special tread compound provides high 

resistance against wear and cuts 
• Tread profile provides high resistance 

against tread base fatigue and the tire 
maintains its traction performance even at 
its half-life

• Special tread geometry provides self cleaning
• Strong and flexible sidewall 
• Perfect grip/high traction with wide footprint

Long service life / Durability High Traction / Self Cleaning

600/70 R28 • 600/70 R30  • 600/70 R34 • 710/70 R38 • 800/70 R38
620/70 R42 • 710/70 R42  

Special tread structure provides high traction Special tread structure provides high traction 

Low soil compaction Low soil compaction 
/ Reduced slip/ Reduced slip

profile and tread design for high power tractors

FEATURES

• Strong carcass and impact ply
• Special tread compound provides high 

resistance against wear and cuts 
• Tread profile provides high resistance 

against tread base fatigue and the tire 
maintains its traction performance even at 

• Special tread geometry provides self cleaningSpecial tread geometry provides self cleaning
• Strong and flexible sidewall Strong and flexible sidewall 
• Perfect grip/high traction with wide footprintPerfect grip/high traction with wide footprint

Long service life / Durability High Traction / Self CleaningHigh Traction / Self Cleaning

TA 130 Harvester- Tractor
Radial

/70



DESCRIPTION
* For load capacity on various speed ratings, and inflation figures, please consult your sales representative.
** Load capacity on standard speed and weight

• Our company is entitled to make any change on any information in this catalogue, without further notice.
• This catalogue annuls all the previous catalogues
• All figures are for reference; our company is not responsible for printing errors.

General purpose R1W farm front and rear tire with standard 
profile and tread design for high power tractors and harvester
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• Load capacity on recommended speed and pressure is stated with dark colour. 
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